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Keystone Pumps

Tel: (604) 227-3555
Website: www.keystonepumps.com

PUMP MODEL HDS 100LT-A
CURVE NUMBER | A1771
REVISION -
EFFECTIVE DATE |28 OCT 2017
INCHES 4
DISCHARGE
MM 100
INCHES 9.05
IMPELLER @

MM 230

INCHES 7.24

MIN. IMPELLER @

MM 184
IMPELLER NBR C1636
IMPELLER TYPE SEMI OPEN

NUMBER OF VANES| 4

INCHES 1.26

MAX. SOLID @

MM 32
SPEED 958 RPM
POWER FRAMES 180TY /210TYS
FREQUENCY 50 HZ

BHP 30
MAX. POWER

KwW 224

PERFORMANCE FOR CLEAR WATER @ 68° F /
20°C AND 1.0 S.G. CORRECT FOR OTHER
CONDITIONS AND / OR SOLIDS EFFECT
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1) PUMP EFFICIENCY DERIVED FROM MOTOR
MANUFACTURERS PERFORMANCE DATA.

2) KEYSTONE PUMPS RESERVES THE RIGHT TO
CHANGE PUMP PERFORMANCE AND OR MODIFY OR
DELETE IMPELLERS WITHOUT NOTICE.
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